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TYPE "C" BACKFILL

PER ITEM 2.1.5(c)

COMPACT TO 95% OF MAXIMUM
DENSITY PER ASTM D698

" 6" MIN. DEPTH
AFTER COMPACTION

SAND EMBEDMENT
ITEM 2.1.8(f) CLASS "B-4"
COMPACT PER

ITEM 6.2.9(c)(10) 4 k=

6" MIN.
12" MAX.

UNPAVED AND FUTURE PAVED AREAS

8" FLEX BASE
| ITEM 2.1.3(b)
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TYPE "C" BACKFILL

PER ITEM 2.1.5(c)

COMPACT TO 95% OF MAXIMUM
DENSITY PER ASTM D698

" 6" MIN. DEPTH
AFTER COMPACTION

SAND EMBEDMENT
ITEM 2.1.8(f) CLASS "B-4"
COMPACT PER

ITEM 6.2.9((:)(10) S N—
|

A 6" MIN.
12" MAX.

NOTES: EXISTING FLEXBASE SURFACE

1. AT THE END OF EACH WORK DAY ALL SPOILS SHALL BE REMOVED FROM THE CITY & TXDOT R.O.W. UNLESS PRIOR
WRITTEN PERMISSION IS OBTAINED FROM THE OWNER TO STORE SPOILS IN DESIGNATED SPOIL STORAGE AREAS
THAT DO NOT OBSTRUCT AUTOMOBILE OR PEDESTRIAN TRAFFIC.

. ALL BACKFILL SHALL BE PER SPEC. ITEM 6.2 AND SHALL BE COMPACTED PER SPEC ITEM 6.2.9 (b).

ROCKS GREATER THAN 4" IN DIAMETER SHALL BE REMOVED FROM ANY NATIVE MATERIAL USED AS BACKFILL.

. ALL PAVEMENT SHALL BE REMOVED ALONG NEAT SAW CUT LINES PER SPEC ITEM 8.8.

. COATED TRACER WIRE SHALL BE INSTALLED IN THE EMBEDMENT MATERIAL ABOVE THE PVC PIPE WITH THE
TRACER WIRE TERMINATING IN IN-LINE GATE VALVE BOXES ACCESSIBLE BY CITY STAFF. BLUE UNDERGROUND
WATER LINE WARNING TAPE OF MIN. 4" WIDTH SHALL BE INSTALLED ABOVE THE EMBEDMENT MATERIAL.

. A MAXIMUM OF 200-FT OF OPEN TRENCH WILL BE ALLOWED AT ANY TIME, UNLESS APPROVED BY THE CITY.

. TOPSOIL SHALL BE 4 INCHES IN DEPTH AND SHALL BE LOOSE AND FREE OF ROCKS OR CLODS GREATER THAN
1/4" IN DIAMETER. ALL TOPSOIL SHALL BE APPROVED BY THE OWNER PRIOR TO INSTALLATION.

WATER SYSTEM CONSTRUCTION DETAILS [REVISED MAR 2000
STANDARD WATER LINE SCALE: 1/2" = 1'
EMBEDMENT AND BACKFILL SHEET: W—1A

03/27/00 15:18 W-1A




